
ITS HIGH DENSITY PROVIDES SUPREME RESISTANCE 
FOR STANDARD CARDIO, FUNCTIONAL TRAINING 
& FREE WEIGHT AREAS (MEDIUM LOADS). 

T E C H N I C A L  I N F O .

PRAMA.

6,8 kg

1.200 kg/m3

75º Shore A

0%

1,5 10-4ºC-1

Cfl-s2 (Op. Bfl-s1)

WEIGHT
DENSITY UNE-53526
HARDNESS DIN 53505
WATER ABSORPTION ASTM D570
COEF. OF LINEAR DILATATION 0ºC-40ºC
FIRE REACTION EN 13501-1

INTERLOCKING SYSTEM

7 mm

90 cm

90 cm

CARDIO FUNCTIONAL TRAINING STRENGTH AREA

C O M PA R AT I V E  C H A R T

THICKNESS

PAVIGYM 
ENDURANCE 

S&S

PAVIGYM 
ENDURANCE

RECYCLED
RUBBER
(ROLLS)

COMFORT ***** *** **

MARKS RESISTANCE (Medium Loads) ***** **** ***

MARKS RESISTANCE (Heavy Loads) **** *** **

SOUND INSULATION ***** *** **
DURABILITY ***** **** ***

HYGIENIC/ANTI-BACTERIAL PROTECTION ***** ***** **

THERMAL INSULATION ***** ***** ***
WATER RESISTANCE ***** ***** ***

EASY TO INSTALL & MAINTAIN ***** ***** **

Great aestheic with customization options. 

PAVIGYM
B. MARBLE

PAVIGYM
WENGUE

PAVIGYM
LIME

PAVIGYM
PURPLE

PAVIGYM
WALNUT

PAVIGYM
CYAN

PAVIGYM
RED

PAVIGYM
ORANGE

PAVIGYM
MAGENTA

PAVIGYM
A.BROWN

PAVIGYM
BEECHWOOD

PAVIGYM
JET BLACK

PAVIGYM
STONE G.

PAVIGYM 

E N D U R A N C E

15,4 dBSOUND INSULATION ISO 10140


